
  Mogas Fuel Systems 

( our mascotte! )

Quick Reference Catalogue
release 04 03

( month year )

Important key notice:
Most products are displayed in spreads (two, side by side pages), please 
consult both pages when seeking information as to the functions and content.

Stock Item numbers are complex as they cover all engines, years and models,
so they shall only be printed in quotations, invoices and price lists.

This publication offers an overview, general details and a Quick Reference for 
inquiring and ordering. Please provide engine brand, model, year and the 
reference number for the item you like, made of: this publicationôs
release date. page number. item letter or number and a short description,
         as in the following examples:

04 03.27.5   Ecolex - which means Catalog Release 04 03. page 27. system as in item 5

04 03.27.5+7  Ecolex with OBD2 - which means Release 04 03. page 27 system as in 
              item 5 plus item 7 (option)

04 03.26.B  Digital fuel flow control - which means Release 04 03. page 26 item B
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LPG Open-loop for Carburetted engines
Pict  Description         Quantity
A Gas vapor hose 1ò ID (25 mm) 3ô  (90 cm) clip     1
B Clamps for 1ò ID vapor fuel hose       2
C Coolant hose 5/8ò ID (16 mm) 6ô  (1.8 m) clip      1
D Coolant hose clamps         8
E ñYò connector for interception of coolant hoses      2
F VR-01 LPG Vaporizer with gas flow metering       1
G Mounting bracket nuts and bolts kit for vaporizer     1
H High pressure copper tubing, coated, 18ô (6 m) coil     1
I Tube hanging clamps,          10
 Self-drill-tapping screws         10
K LPG filter and lock-off solenoid assembly      1
 Tube fittings for LPG filter and lock-off       2
M Relay 87a for system power control       1
N Electronic shut-off, spark sensing safety switch     1
O Switch double pole double throw for fuel selection      1
P Lock-off solenoid for gasoline        1
 Tube fittings for gasoline lock-off solenoid       2
R Mixer, lifting plate for gasoline performance      1
S  Lift plate mixer hardware kit, included in R, when applicable, made of:  1
 S1 Vacuum hose 3/16ò ID (4.5 mm) 3ô (90 cm) clip   1
 S2 Vacuum three way solenoid      1
 S3 Vacuum check-valve        1
 S4  ñYò shaped vacuum hose connector     1
 S5 Spout 1ò O.D. (25 mm outside diameter for gas inlet   1
 S6 Plug for the alternative inlet      1

NOTE:
* R; the Mixer, may be substituted with one that fits the engine/vehicle application best. For large 
engines the mixer is supplied with an adapter to fit the carburetor flange and of a diameter
to fit inside the air cleaner. When the mixer cannot be fitted inside the original air cleaner, 
an air filter and cover or an alternative air cleaner can be purchased at moderate cost.
Universal wiring diagrams for each system configuration supplied or posted on Mogas 
website www.mogassales.com
Mogas electronic fuel indicators/selectors, and spark advance processors can be added to 
any system. CNG and LPG fuel tanks, tank valves, tubing and refuelling receptacles are also 
available in all designs and standards.

Because of the variety and price difference, these items are handled as options.



LPG Open-loop for Carburetted engines 

Mogas may replace any item with a comparable or new alternative.

 1 Low pressure kit, includes items A to E       
 2 Vaporizer kit, includes items F and G       
 3 Vaporizer kit, includes items A to G       
 4 High pressure tubing kit, includes items H to K     
 5 Vaporizer and high pressure tubing kit, includes items A to K  
 6 Single-fuel system, includes items A to N plus R*     
 7 Bi-fuel system, includes items A to R*     

* Note: Item ñRò the mixer, will be substituted with one that fits the engine and vehicle best. 
Mogas offers an array of 600 mixer models and will design more as needed.

Minimum quantity apply. 
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LPG Closed-loop for Carburetted engines
Pict  Description         Quantity
A Gas vapor hose 1ò ID (25 mm) 3ô  (90 cm) clip     1
B Clamps for 1ò ID vapor fuel hose       2
C Coolant hose 5/8ò ID (16 mm) 6ô  (1.8 m) clip      1
D Coolant hose clamps         8
E ñYò connector for interception of coolant hoses      2
F VR-01 LPG Vaporizer with gas flow metering       1
G Mounting bracket nuts and bolts kit for vaporizer     1
H High pressure copper tubing, coated, 18ô (6 m) coil     1
I Tube hanging clamps,          10
 Self-drill-tapping screws         10
K LPG filter and lock-off solenoid assembly      1
 Tube fittings for LPG filter and lock-off       2
M Relay 87a for system power control       1
N Electronic shut-off, spark sensing safety switch     1
O Switch double pole double throw for fuel selection      1
P Lock-off solenoid for gasoline        1
 Tube fittings for gasolineLock-off solenoid       2
Q   Ecolo2002TM Fuel management system with diagnostics    1
 See Ecolo2002TM page 21 of this catalogue for details and options
R Mixer, lifting plate for gasoline performance      1
S  Lift plate mixer hardware kit, included in R, when applicable, made of:  1
 S1 Vacuum hose 3/16ò ID (4.5 mm) 3ô (90 cm) clip   1
 S2 Vacuum three way solenoid      1
 S3 Vacuum check-valve        1
 S4 ñYò shaped vacuum hose connector     1
 S5 Spout 1ò O.D. (25 mm outside diameter for gas inlet   1
 S6 Plug for the alternative inlet      1
NOTE:

* R; the Mixer, may be substituted with one that fits the engine/vehicle application best. For large 
engines the mixer is supplied with an adapter to fit the carburetor flange and of a diameter that 
fits inside the air cleaner. When the mixer cannot be fitted inside the original air cleaner, an air 
filter and cover or an alternative air cleaner can be purchased at moderate cost.
Universal wiring diagrams for each system configuration supplied or posted on Mogas
web-site www.mogassales.com.
Mogas electronic fuel indicators/selectors, and spark advance processors can be added to 
any system. CNG and LPG fuel tanks, tank valves, tubing and refuelling receptacles are also 
available in all designs and standards.

Because of the variety and price difference, these items are handled as options.
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Ecolo2002TM

LPG Closed-loop for carburetted engines

Mogas may replace any item with a comparable or new alternative.
1 Low pressure kit, items A to E        
2 Pressure regulator kit, items F and G 
3  Pressure regulator kit, items A to G  
4  High pressur280202 5 1e tubing kit, items H to K  
5  Pressure regulator and high pressure tubing kit, items  A to K
6  Single-fuel system, items A to N plus Q and R*
7  Bi-fuel system, items A to R* 

* Note: Item ñRò the mixer, will be substituted with one that fits the engine and vehicle best. 
Mogas offers an array of 600 mixer models and will design more as needed.

     Ecolo2002TM ECM requires the use of TermieÊ service scanner for set-up and Diagnosis

Minimum quantity apply. 

MogasÉ 2003                         5

 A

 O  N

 Q

 P  R

 K

 I H

 G

 F

 E
 D

 C
 B

 M

 S Q

 Q

Ecolo2002TM



 LPG Closed-loop for fuel-injected engines
Pict  Description         Quantity
A Gas vapor hose 1ò ID (25 mm) 3ô  (90 cm) clip     1
B Clamps for 1ò ID vapor fuel hose       2
C Coolant hose 5/8ò ID (16 mm) 6ô  (1.8 m) clip      1
D Coolant hose clamps         8
E ñYò connector for interception of coolant hoses      2
F VR-01 LPG Vaporizer with gas flow metering       1
G Mounting bracket nuts and bolts kit for vaporizer     1
H High pressure copper tubing, coated, 18ô (6 m) coil     1
I Tube hanging clamps,          10
 Self-drill-tapping screws         10
K LPG filter and lock-off solenoid assembly      1
 Tube fittings for LPG filter and lock-off       2
M Relay 87a for system power control       1
N Electronic shut-off, spark sensing safety switch     1
O Switch double pole double throw for fuel selection      1
P EcolinkTM injector disconnector with emulation and adjustable delay  1
Q EcolexIITM fuel management with emulation and diagnostics   1
Q1  EcolexIITM fuel management w/ emulation, diagnostics and OBD2 module 1
R Mixer fixed plate (no moving parts)*       1
S Included with R, when applicable, made of:      1
 S1 Spout 1ò O.D. (25 mm ) for mixer gas inlet     1
 S2 Plug for the alternative inlet       1

NOTES:
     * Throttle body injection engines:
      The Mixer is supplied with an adapter to fit the throttle body and of a diameter to fit 
      inside the air cleaner. When the mixer cannot be fitted inside the original air cleaner,
      an air filter and cover or an alternative air cleaner can be purchased at moderate cost.
     * Multi-port injection engines:
      Mixers are different and are designed to fit with minor or no modification to the engine air
      induction system. 
     Universal wiring diagrams for each system configuration supplied or posted on Mogas 
     web-site www.mogassales.com
     Mogas electronic fuel indicators/selectors, spark advance processors and OBD interface 
     modules can be added to any system. CNG and LPG fuel tanks, tank valves, tubing and 
     refuelling receptacles are also available in all designs and standards.
     Because of the variety and price difference, these items are handled as options.
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LPG Closed-loop for fuel-injected engines

Mogas may replace any item with a comparable or new alternative.
1 Low pressure kit, includes items A to E 
2 Vaporizer kit, includes items F and G 
3 Vaporizer kit, includes items A to G  
4 High pressure tubing kit, includes items H to K
5 Vaporizer and high pressure tubing kit, includes items A to K
6 Single-fuel system, includes items A to R* except O and P; with Q
7 Single-fuel system OBD2, includes items A to R* except O and P; with Q1
8 Bi-fuel system, includes items A to R* with Q
9 Bi-fuel system OBD2, includes items A to R* with Q1
* Note: Item ñRò the mixer, will be substituted with one that fits the engine and vehicle best. 
  Mogas offers an array of 600 mixer models and will design more as needed.
  EcolexIITM ECM requires the use of TermieÊ service scanner for set-up and Diagnosis

  Minimum quantity apply. 
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CNG Open-loop for Carburetted engines
Pict  Description         Quantity

A Gas vapor hose 1ò ID (25 mm inside diameter) 3ô long (90 cm)   1  

B Clamps for 1ò ID vapor fuel hose        2

C Coolant hose 5/8ò ID (16 mm  inside diameter) 6 ft long  (1.8 m)   1 

D Coolant hose clamps         8

E ñYò  shaped connector for interception of the heater coolant hoses    2

F  VR-01 CNG pressure regulator with gas flow manual metering   1

G Mounting bracket nuts and bolts kit for vaporizer or pressure regulator  1

H High pressure tubing CNG  18 ft long  (6.0 m)       1

I  Tube hanging clamps,          10
   Self-drill-tapping screws         10 

K CNG is often clean, however, fuel filters and fittings are available options  0

M Relay 87a for system power control       1

N Electronic shut-off, spark sensing safety switch     1

O Switch double pole double throw  for fuel selection     1

P Lock-off solenoid kit for gasoline with two tube compression fittings  1

R Mixer, with lift plate for non-compromised gasoline performance *   1

S   Lift plate mixer hardware kit, included with R, when applicable, made of:  1
   S1 Vacuum hose 3/16ò ID ( 4.5 mm inside diameter) 3 ft long (90 cm) 1
   S2 Vacuum three way solenoid      1
   S3 Vacuum check-valve       1
   S4 ñYò shaped vacuum hose connector     1
   S5 Spout 1ò O.D. (25 mm outside diameter for mixer gas inlet  1
   S6 Plug for the alternative inlet      1

     NOTE:
*  R; the Mixer, is supplied with an adapter to fit the carburetor flange and of a diameter
to fit inside the air cleaner. When the mixer cannot be fitted inside the original air cleaner, 
an air filter and cover or an alternative air cleaner can be purchased at moderate cost.
Universal wiring diagrams for each system configuration supplied and or posted on Mogas 
web-site www.mogassales.com

Mogas electronic fuel indicators/selectors and spark advance processors can be added to any 
system. CNG and LPG fuel tanks, fuel filters, tank valves, tubing and refuelling receptacles are 
also available in all designs and standards.

Because of the variety and price difference, these items are handled as options.
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CNG Open-loop for Carburetted engines
 

Mogas may replace any item with a comparable or new alternative.

1 Low pressure kit, includes items A to E 
2 Pressure regulator kit, includes items F and G 
3  Pressure regulator kit, includes items A to G 
4  High pressure tubing kit, includes items H to I
5  Pressure regulator and high pressure tubing kit, includes items A to I
6  Single-fuel system, includes items A to N plus R* 
7  Bi-fuel system, includes items A to R*

* Note: Item ñRò the mixer, will be substituted with one that fits the engine and vehicle best. 
Mogas offers an array of 600 mixer models and will design more as needed.

Minimum quantity apply. 
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 CNG Closed-loop for carburetted engines
Pict  Description         Quantity
A Gas vapor hose 1ò ID (25 mm inside diameter) (90 cm)    1 
B Clamps for 1ò ID vapor fuel hose        2
C Coolant hose 5/8ò ID (16 mm  inside diameter) 6 ft long (1.8 m)   1
D Coolant hose clamps         8
E ñYò  shaped connector for interception of the heater coolant hoses    2
F  VR-01 CNG pressure regulator with integrated gas flow metering    1
G Mounting bracket nuts and bolts kit for vaporizer or pressure regulator  1
H High pressure tubing CNG 18 ft long (6 m)      1
I  Tube hanging clamps,          10
   Self-drill-tapping screws         10 
K CNG is often clean, however, fuel filters and fittings are available options  0
M Relay 87a for system power control       1
N Electronic shut-off, spark sensing safety switch     1
O Switch double pole double throw  for fuel selection     1
P Lock-off solenoid kit for gasoline with two tube compression fittings  1
Q Ecolo2002TM Fuel management system with emulation and diagnostics  1 
   See Ecolo2002TM page 21 of this catalogue for details and options
R Mixer lift plate (two stages)  for non-compromised gasoline performance*  1
S Lift plate mixer hardware kit, included with R, when applicable, made of:  1
   S1 Vacuum hose 3/16ò ID ( 4.5 mm inside diameter) 3 ft long (90 cm) 1ô    
   S2 Vacuum three way solenoid      1
   S3 Vacuum check-valve        1
   S4 ñYò shaped vacuum hose connector     1
   S5 Spout 1ò O.D. (25 mm outside diameter for mixer gas inlet  1
   S6 Plug for the alternative inlet      1

NOTE:
   *  R; the Mixer, may be substituted with one that fits the engine/vehicle application best. For large 

engines the mixer is supplied with an adapter to fit the carburetor flange and of a diameter to fit 
inside the air cleaner. When the mixer cannot be fitted inside the original air cleaner, an air filter 
and cover or an alternative air cleaner can be purchased at moderate cost.
Universal wiring diagrams for each system configuration supplied and or posted on Mogas
web-site www.mogassales.com
Mogas electronic fuel indicators/selectors and spark advance processors can be added to any 
system. CNG and LPG fuel tanks, fuel filters, tank valves, tubing and refuelling receptacles are 
also available in all designs and standards.

Because of the variety and price difference, these items are handled as options.
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